
NEW i-PRO BODY-WORN  
CAMERA BWC4000
WITH DETACHABLE BATTERY

Built on Panasonic i-PRO’s tradition of video surveillance 
excellence for law enforcement, the new and improved  
i-PRO body-worn camera with a detachable battery keeps
your officers on the street. Featuring a two-piece design,
the BWC4000 is IP67 / MIL-STD-810H rated to provide
officers with a more reliable way to capture video and
audio evidence in nearly any condition.

Panasonic i-PRO's BWC4000 records in 1080P / 720P and 
seamlessly integrates with i-PRO’s Unified Digital Evidence™ 
management software. The BWC4000, in unison with i-PRO's 
in-car video systems and fixed-surveillance cameras, forms 
a unified evidence management platform that preserves the 
chain of custody. 

KEY FEATURES

NEW  Detachable Battery

NEW  H.264 / H.265 Video Compression

NEW  MP4 Video File Format

NEW  LCD Menu for Tagging

Rugged IP67 and MIL-STD-810H Architecture

1080p / 720p / 360p Resolution

16:9 & 4:3 Aspect Ratio

4 Microphones for Advanced Noise Reduction

Compatible with Arbitrator In-Car Video System

Built-in GPS, WLAN and Bluetooth LE
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RUGGED IP67 AND MIL-STD-810H 
ARCHITECTURE  
i-PRO’s body-worn camera features rugged-built
quality with an IP67 rating and MIL-STD-810H 
architecture, so the evidence capture continues 
uninterrupted, even in the most challenging 
outdoor environments, and it utilizes the versatile 
Klick FastTM mounting system.

VIDEO/RESOLUTIONS AVAILABLE 
[16:9] 1080P / 720P / 360P 
[4:3] 1200P / 960P / 480P  
Recording evidence in 1080p, 720p and 360p, 
the i-PRO BWC4000 provides crystal-clear  
video that accelerates convictions in court.

HANDS-FREE RECORDING ACTIVATION
i-PRO's BWC4000 is activated via wireless LAN or
Bluetooth from a variety of triggers. Options include 
light bar, siren, G-force sensor, among others. 
Integration with the Arbitrator360-HD in-car system 
allows the recording to start simultaneously on the 
vehicle and body-worn systems.

ADDITIONAL FEATURES
	■One Touch Record
	■ LCD Screen
	■ Time/Date Stamp
	■ File Tagging Menu
	■Media Password Protection / 256AES
	■ Recharge Time 4 Hours
	■GPS Location Tagging and Time Sync
	■Wireless LAN IEEE 802.11 a/b/g/n/ac
	■ Embedded Bluetooth LE V4.1
	■ In-Car Video Integration
	■ FIPS 140-2 Security Standard
	■Docking Station Single/8 Bay

GENERAL
Model Number i-PRO Body-Worn Camera ARB-BWC4-CAMERA

HARDWARE SPECS
Dimensions (H x W x D) 3.37 x 2.75 x 0.94 Inches / 86 x 70 x 24 mm

Weight 6.0 oz

Drop Test 6' Rating

Waterproof Rating IP67 (IEC60529)

Field of View / Aspect Ratio [16:9 Mode] Horizontal: 137 °* Vertical: 79 ° (Diagonal: 157°*) 
[4:3 Mode] Horizontal: 115 ° Vertical: 87 ° (Diagonal: 143°*)

Video Storage 128GB Internal SD, Media Lock on SD Storage Card

Image Stabilization 6-Axis Gyro, Selectable on Playback

Battery / Battery Life Li-ion Detachable / 12 Hours Standard Runtime

Warranty Main Unit: 3 Years, Battery: 1 Year

Operating Temperature -20°C to +50°C {-4°F to +122°F}

VIDEO / CAMERA / AUDIO

Video Resolutions Available [16:9] 1080P / 720P / 360P 
[4:3] 1200P / 960P / 480P 

Video Format MPEG-4 Part 14

Robustness MIL-STD-810H Salt Fog, Vibration, Shock, Temperature

Frame Rate (FPS) 30 fps

Low Light Sensitivity 0.08lx Color

Microphones 4 with Advanced Noise Reduction

Audio Format AAC

Pre-Record Video Configurable up to 3 Minutes

ACCESSORIES / OPTIONS
ARB-BWC4-CAMERA Body-Worn Camera

ARB-BWC4-8DOCK 8-Dock Charger

ARB-BWC4-8DOCK-P 8-Dock Charger + AC Adapter

ARB-BWC3CTB Common Trigger Box + Power Cable

ARB-BWC4-1DOCK Single Dock Charger

ARB-BWC4-1DOCK-P Single Dock + AC Adapter

ARB-BWC4-1DOCKWIRE Single Dock + 12V Wiring Harness for Vehicle

ARB-BWC4-1CHARGE Single-Bay Battery Charger

ARB-BWC4-1CHARGE-P Single Charger + AC Adapter

ARB-BWC4-8CHARGE 8-Bay Battery Charger 

ARB-BWC4-8CHARGE-P 8-Bay Charger +AC Adapter

ARB-BWC4-BATTERY Spare Battery

ARB-BWC4-MNT-KIT BWC4000 Mount Kit

CF-AA5713AM-A 110W AC Adapter for 8-Bay Dock and 8-Bay Charger

CF-AA6413AM-A 65W AC Adapter for Single-Bay Dock and Single-Bay Charger

ARB-BWC4-1DOCK ARB-BWC4-8DOCK ARB-BWC4-8CHARGE ARB-BWC4-1CHARGE ARB-BWC4-BATTERY ARB-BWC3CTB




